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Questionnaire

TOLL CONVERSION


Current Number:
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Company:











Contact:


Function:


Department:





Street:


City, Postal Code:





P. O. Box:


City, Postal Code:


Country:





(:


FAX:


E-mail:


1
Information of the customer supplied products
1.1
Delivery form:

Type of packing

Contents



bags
net-weight
kg


drums
net-volume
l


bulk













Type of pallet

Weight
Size


EUR-pallets




others








1.2
Storage regulations:









1.3
Waste disposal:

Packing material


Remaining raw materials



household refuse


household refuse


special refuse


special refuse


return to customer


return to customer







1.4
Physical form of the customer supplied product:

1.4.1
Solid
Product name:

powder




granules


bulk density


kg/m³

melting point / softening point


C

density


kg/m³

particle size
d50


d97


m

m

ignition temperature


C

Mohs hardness

(abrasion behaviour)


---

special remarks









Labelling:
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Corrosive
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Environmentally dangerous
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Irritant
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Harmful
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Oxidizing
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Highly flammable
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Extremely flammable
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Toxic
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Explosive
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Very toxic

1.4.2
Liquid
Product name:







viscosity at . . . . . C

mPas

pour points

C

flash point

C

pH-value



ignition temperature

C

explosion limit

g/m³

density

kg/m³

inflammability class according to the regulations of inflammable liquids [VbF] Germany



special remarks







Labelling
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Corrosive
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Harmful
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Oxidizing
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Highly flammable
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Extremely flammable
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Toxic
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Explosive
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Very toxic

1.5
Chemical and physical behaviour of the customer supplied products at temperatures up to 160 °C (e.g. corrosive effects, decomposition reactions)


This information is extremely important for the installations, machines, filters, etc.!








1.6
What limits have to be observed?

TLV

mg/m³

technical threshold value*

mg/m³


* for carcinogenic products
1.7
The following records are available and attached:


safety data sheet


product data sheet


specific batch related certificate







1.8
Pre-dry?


  Post dry?


yes


yes


no


no

1.9
Is there a risk of explosion?


yes
classification:


no


2
Information on the finished product
2.1
Requested packing:

T y p e   o f   p a c k i n g





paper bag

big bag with neck


PE bag

big bag without neck


EVA bag

bulk


fibre drum



T y p e   o f   p a l l e t





EUR- exchange-pallet

one-way pallets

2.2
Dispatch:

hazardous products?

Yes
classification:



no


labelling requirements?

Yes
designation:



no


2.3
Estimated yearly requirement?:

size of lot

kg

yearly requirements 20____

kg

yearly requirements 20____

kg

yearly requirements 20____

kg

2.4
Waste disposal of any remaining of the finished product?


Household refuse


special refuse


return to customer




2.5
Required physical and chemical characterisation of the finished product?







2.5.1
Specification?







2.5.2
Cleaning behaviour?







2.5.3
Method of testing?







3
Remarks:


Depending on the type of packing after production approx. 3 hours for cleaning the system are necessary. Another 3 hours will be necessary if the filter system has to be cleaned..

(location, date)

(signature)
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