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Industrial coating 

Transparent 1K wood filler, water-based 

fast drying, good sandability and blocking resistance 

 

Basis Acrylic dispersion (hydroxy functional), not self-crosslinkable 

 

 I 11401.1  [3] [2] 

 Butyl glycol  5.0 5.0 

 Deionized water  20.9 20.9 

 Tego Dispers 750 W (1) 3.0 3.0 

 SILLITIN V 88 (2) 20.0 --- 

 SILLITIN Z 89 (2) --- 20.0 

 Alberdingk AC 31 (3) 50.0 50.0 

 Byk-024 (4) 0.5 0.5 

 Rheovis PU 1214 NC (5) 0.6 0.6 

 Total parts by weight  100.0 100.0 

   

   

Recommendation [3] with SILLITIN V 88: better transparency 

 
[2] 

 

with SILLITIN Z 89: no sedimentation, 

 good sandability at humid drying conditions 

   

   

Mixing - premix butyl glycol, water and Tego Dispers 750 W 

 - add filler and disperse by dissolver (15 min, 4.2 m/s) 

 - incorporate into Alberdingk AC 31 and complete by remaining additives 

   

   

Technical Data Solids content (w/w) % 46.9 46.9 

 PVC % 25.3 25.3 

     

Properties Fineness of grind, DIN EN ISO 1524 µm 5-10 5 

 Dynamic viscosity, 23°C at 0.1 s-1 mPa·s 840 1330 

  at 1000 s-1 mPa·s 300 320 

 Storage stability, 23°C 28 days  very good very good 

 Sedimentation stability  good * very good 

     
 

* 

 

sedimentation stability and redispersibility can be improved by adding 
Laponite RD (0.2 pbw, Rockwood Additives) 

 
 
  

mailto:info@hoffmann-mineral.com



